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TECHNICAL INFORMATION
For:

Quadro 4D Push To Open Cartridge
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Quadro 4D Push To Open Cartridge elite

Recommendation for drawer (front panel height up to approx. 150mm)

Width mm

Length mm 275 300 350 400 450 500 550 600 700 800 900 1000 1200

250 - 300

320 - 350

380 - 550

580 - 600

Recommendation for pot-and-pan drawer (front panel height up to approx. 300mm, light to medium duty loading)

Width mm

Length mm 275 300 350 400 450 500 550 600 700 800 900 1000 1200

250 - 300

320 - 350

380 - 550

580 - 600

Recommendation for pot-and-pan drawer, heavy duty (front panel height up to approx. 300mm, heavy duty loading)

Width mm

Length mm 275 300 350 400 450 500 550 600 700 800 900 1000 1200

250 - 300

320 - 350

380 - 550

580 - 600

Total weight Kg Quadro Kg Length mm Item No. UOM

< 10 10 250 - 350 285499 1 Set

8 - 20 30 250 - 600 285500 1 Set

10 - 30 40 350 - 600 285501 1 Set

Description Item No. UOM

Syncro bar 283347 1 x 2m

Syncro bar connector 284370 1

• Minimal 2.5mm front panel reveal
• Drawer energy storage system assists slow closing cycle
• Drawer can still be guided closed / pulled open
• Reliable activation from optional synchronisation
• Clips into place without the need for tools
• For all nominal drawer lengths and carcase widths of  
 275mm and over
• Units: 10kg, 20kg, 30kg
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Stonebridge Trading Estate
Sibree Road
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CV3 4FD
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NEY Ireland
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Altona Road
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NEY Scotland
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Bandeath Ind Est
Throsk, Stirling
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