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Minimum reveal per door
Door thickness Cup distance C mm
 mm 3.0 4.0 4.5 5.0 6.0 7.0 8.0

15 0.2 0.2 0.2 0.2 0.2 0.2 0.2

16 0.3 0.3 0.3 0.3 0.3 0.3 0.3

17 0.4 0.4 0.4 0.4 0.4 0.4 0.4

18 0.6 0.6 0.6 0.6 0.6 0.5 0.5

19 0.8 0.8 0.8 0.8 0.7 0.7 0.7

20 1.1 1.0 1.0 1.0 1.0 0.9 0.9

21 1.4 1.3 1.3 1.3 1.2 1.2 1.2

22 2.2 1.8 1.7 1.6 1.6 1.5 1.4

23 3.0 2.6 2.4 2.2 2.0 1.9 1.8

24 3.9 3.4 3.2 3.0 2.6 2.4 2.2

25 4.8 4.2 4.0 3.8 3.4 3.0 2.8

26 5.7 5.1 4.8 4.6 4.2 3.8 3.4

27 6.6 6.0 5.7 5.5 5.0 4.5 4.2

28 7.5 6.9 6.6 6.3 5.8 5.3 4.9

Note

Please note: 
 
The table entries refer to doors with an edge 
radius of 1 mm. 
 
On doors with other radii, the minimum reveal 
changes as follows: 
 
Radius 0 mm:  
Values shown in table + 0.4 mm 
 
Radius 3 mm:  
Values shown in table - 0.6 mm

overlay (B 9 mm) - scale 1:1 overlay (B -2 mm) - scale 1:1

Advice
  *not available in all markets
  Mounting plates and accessories, see page 74 - 80, 80 - 84
  For example applications, fitting information, installation notes and quality criteria, see page 90 - 98, 99 - 100, 101 - 106

The drawings below show the hinges including 
mounting plate distances on a scale of 1:1. 
Allowing for cup distance C (3 - 8 mm) as well 
as the minimum reveal, the required mounting 
plate distance and hole line can be determined 
by drawing in the door and side panel.  
 
You can visit our Hettich channel on YouTube 
for further information on how to configure 
cabinets.  
 
 
 

Fast assembly concealed hinge
	Sensys 8639i W45 / Sensys 8639 W45 / Sensys 8669 W45
	For 45° face angle applications, opening angle 95°


